
Product Information
Tanalith® O is our robust and reliable CCA preservative with a reputation for effective compliance that’s 
been proven by years of performance in Australian conditions.

Supplied as a copper, chrome, arsenic oxide, Tanalith® O remains the preferred wood protection in the 
high hazard environments H5 and H6.

Manufactured in Australia by Lonza Wood Protection, it is readily available as a concentrate in bulk or 
1000L boxes.

Please note that restrictions apply to the use of CCA for some end-use applications.

To commence treatment with Tanalith® O or you seek additional information, 
contact the Lonza Wood Protection team today. 

Phone: 1300 650 636
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BASIC INFORMATION

Tanalith® O is a CCA preservative for protection of 
timber against beetle and insect attack and fungal 
decay.  It has a long term, proven track record for 
efficacy when in concentration for the applicable 
hazard (H1-H6).

Tanalith® O is supplied either bulk road or rail 
compatible container tanks to 13000L (14.3 tonne 
active CCA) or 1000L IBC.

DESCRIPTION

Active   86.0g/kg Copper present
Constituents:  as Copper Oxide.
   147.9g/kg Chromium 
   present as Chromic Acid.
   132.7g/kg Arsenic 
   present as Arsenic Acid.
Formulation:   60% w/w (600g/kg) or
   110.4%m/v (1104g/L) ‘Tanalith’
   Oxide solution in water.
Appearance:   Dark orange to black liquid
& Odour:   with a mild acid fume odour.
Density:   1.84 kg/L @ 20°C
pH:    1.7 @ 2.0% w/v strength
Reactivity:   mild to strong oxidant, may
   be corrosive

DIRECTIONS FOR USE

Only to be used in pressure impregnation treatment 
plants and not for any other purpose or in any other 
manner unless authorised under the appropriate 
State and Federal Legislation.

Ideally, entire containers should be diluted and 
mixed at one time. Before decanting part lots, be 
sure to thoroughly mix the bulk vessel with a 
suitable non-damaging instrument. Check for any 
residues on the bottom of the vessel. If found, these 
should be thoroughly mixed-in before decanting.

STORAGE

Store in a secure area away from excessive heat 
to prevent product spoilage. To be stored in bulk 
vessels approved and installed under relevant State 
and local authority regulations. Not to be stored in 
aluminium, zinc, brass or galvanised containers.
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How does Tanalith® O work?

The combined formulation of Copper, Chrome and 
Arsenic has stood the test of time as an effective 
wood preservative for protection against insect and 
fungal attack, based on increasing the 
concentration of CCA as the end use Hazard Level 
increases.

For what application is Tanalith® O suitable?

Suitable for use for protection in all Hazard Levels 
(H1 – H6), Tanalith® O remains the preferred 
preservative for Posts and Landscape product (H4), 
Poles (H5) and Marine piles (H6).  

Tanalith® O has been restricted for use in H3 and 
some H4 situations where the treated wood product 
will be used for decks, handrails, outdoor furniture, 
children’s Playgrounds or other council or national 
parks projects requesting non-CCA treatment. 

Who can use Tanalith® O Wood Preservative?

CCA timber preservatives have been declared as 
restricted chemical products (RCP). Supply and 
use is restricted to authorised persons with special 
skills and knowledge achieved through authorised 
training. 

It is also a requirement that supply restricted to 
treatment plants that comply with the specified 
Australia / New Zealand Standards.

What precautions should I take when handling 
Tanalith® O concentrate?

Lonza Wood Protection supply Safety Data Sheets 
to timber treatment companies for the products it 
supplies to assist them in determining what health 
and safety precautions are necessary.

These cover the products as supplied and the 
precautions to be taken during the use of the 
product in the timber treatment process. They are 
not relevant to the final treated timber product. 
and should not be forwarded to end consumers of 
treated timber products.

Lonza Wood Protection can assist with the 
development of product safety data sheets for 
diluted working solutions and the final treated 
timber product where requested.
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Tanalith and Tanalised are registered trademarks 

of  Lonza or its subsidiaries. © Copyright all rights 

reserved.
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The information contained herein is believed to be correct 
and corresponds to the latest state of scientific and technical 
knowledge. However, no warranty is made, either expressed 
or implied, regarding its accuracy or the results to be obtained 
from the use of such information. Some products may not be 
available in all markets or for every type of application. Any 
user must make his own determination and satisfy himself that 
the products supplied by Lonza Group Ltd and the information 
and recommendations given by Lonza Group Ltd are (i) suit-
able for intended process or purpose, (ii) in compliance with 
environmental, health and safety regulations, and (iii) will not 
infringe any third party’s intellectual property rights.
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